

















Q90° system. This ingenious system
allows the user to move the central
column from vertical to horizontal
position in just seconds without having
to disassemble the column.

Manfrotto tubes are made of 100%
carbon fiber in order to reach high quality
standards and high levels of performance,
rigidity and lightness. Carbon fiber
tubes can be very different in quality,
depending on the production process
and the percent of carbon fiber
material present in the tubes. Manfrotto
chose to reach the maximum quality
using 100% carbon fiber and the pull
winding technology (a special production
process able to maximize performance,
resistance and reliability).

The CXPRO models include the patented

The tripod specifically designed for extreme outdoor assignments. The legs and the column are made of 100% carbon fiber combined with magnesium die-casting
quick action lever locking collars. Each leg can be independently set at four different angle positions. This professional tripod provides great rigidity and lightness,
combined with the best professional features such as the patented Q90° center column system. The magnesium top plate integrates a leveling bubble.

Leg section diameters in mm: 29.2, 24.8, 20.4.

PATENTED
25.6in 4.5in 68.9in 55.1in 3.6lb 17.6b 127127VS

SUGGESTED HEADS

Geared heads p. 40 405,410

Three-way head p. 44 808RC4

Ball heads p. 48 468MG series, 488 series, 322RC2
Two-way heads p. 66 128LP, 128RC, 701HDV
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The 4 section 055CXPRO4 combines the best performances of the 055 carbon
family with lower dimensions. This tripod is compact and light, with the patented
Q90" system for quick vertical-horizontal movements. The legs adjustable at four
different angles and an integrated leveling bubble is placed on the top plate.
Leg section diameters in mm: 29.2, 24.8, 20.4, 16.

PATENTED
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21.4in 4.5in 66.9in 53.3in 3.7Ib 17.6lb 127127V
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This 3 section tripod combines professional performances with essential
design. The 100% carbon fiber tubes provide the best rigidity and an
extreme light weight. The aluminum center column includes a low angle
adapter which can be used as a short column.
Leg section diameters in mm: 29.2, 24.8, 20.4.
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24.2in 2.5in 69.7in 53.5in 3.9Ib 17.6lb 127127V

SUGGESTED HEADS

Geared heads p. 40 405,410

Three-way head p. 44 808RC4

Ball heads p. 48 468MG series, 488 series, 322RC2
Two-way heads p. 66 128LP, 128RC, 701HDV
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Horizontal column feature allows the
tripod to reach extremely low positions.
Center column can be quickly and easily
swung from vertical to horizontal without
any disassembly.

Built-in bubble spirit level makes camera
alignment quick and easy.

PRO TRIPOD 055XPROB

Designed for professional photographers, this is an extremely versatile tripod, ideal for small, medium format cameras. By extending the column to its highest vertical
position, it can be swung round to horizontal without removing the head or disassembling the column itself, so switching between framing and positioning setups
is more convenient than ever. The ergonomics of the leg angle release mechanism and the quick action leg locks have also been greatly improved. A set of two leg
warmers is included.

Leg section diameters in mm: 29.4, 25, 20.

PATENTED
25.7in 3.9in 70.3in 55.9in 5.3lb 15.4lb 127127VS
Geared heads p. 40 405,410
Three-way head p. 44 808RC4
Ball heads p. 48 468MG series, 488 series, 322RC2
Two-way heads p. 66 128LP, 128RC, 701HDV
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CLASSIC TRIPOD 055XB BASIC TRIPOD 055XDB

Built on the same ergonomically improved design as the 055XPROB but Sturdy and portable, the 055XDB is the simplest version of the 055X family,
without the horizontal center column feature, the 055XB is lighter in weight ideal for a medium format and SLR.

and slightly more compact. The 055XB is one of the most versatile and Leg section diameters in mm: 29.4, 25, 20.

popular tripods in the Manfrotto range. This specific version is sturdy

and portable enough to take in the field, ideal for a medium format and SLR.
A low angle adapter stores on bottom of center column. @ a Q @ O g @

Leg section diameters in mm: 29.4, 25, 20.
eg section diameters in mm: 29.4, 25, 20 24in 1890 700n 54.1in 46b 154b 1271278
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24in 3.1in 70in 54.1in 5lb 15.4lb 127127VS
Geared heads p. 40 405,410
Three-way head p. 44 808RC4
Ball heads p. 48 468MG series, 488 series, 322RC2

Two-way heads p. 66 128LP, 128RC, 701HDV



The 3 section 190CXPRO3 is extremely light and has great rigidity, combined with professional features such as the patented Q90° center column system for quick
vertical-horizontal movements, an integrated leveling bubble on the magnesium top plate, 100% carbon fiber tubes (including the center column) and magnesium
die castings. Leg section diameters in mm: 24.8, 20.4, 16.

PATENTED
22.8in 3.1in 57.5in 48in 2.8lb 111b 127127VS

SUGGESTED HEADS

Geared heads p.40 410

Three-way head p. 44 056, 460MG, 804RC2

Ball heads p. 48 222,484, 484RC2, 486, 486RC2
Two-way heads p. 66 128LP, 128RC, 391RC2, 700RC2
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